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MULTICORE CABLE

ANALOG AUDIO SIGNAL

CONNECTORS ADAPTERS

MICROPHONE CABLE

Multi stage block 
12 x XLR female & 4 x XLR male to  
4 x XLR female & 12 x XLR male
18 (B) x 8.5 (H) x 33 (L)

Multi stage block 
20 x XLR female & 4 x XLR male to
4 x XLR female & 12 x XLR male
18 (B) x 8.5 (H) x 39 (L) 

Procab multi stage blocks provide you with a range of solid 
metal stage blocks.
In the audio recording and entertainment fields the stage 
blocks with 16 or 24 XLR connectors are common, but Pro-
cab also offer smaller versions with 8 or 12 XLR connectors 
and also the one bigger version with 40 XLR connectors.
Every stage block comes supplied with the necessary con-
nectors and is fitted in a bag.
When you have to go “long-distance” to a stage with a lot of 
cables don’t doubt to use the Procab multi stage blocks.

These stageblocks are also available as premade products 
with 10 m of audiocable. See page 161

Multi stage block
32 x XLR female & 8 x XLR male
8 x XLR female & 32 x XLR male
18 (B) x 8.5 (H) x 50 (L) 

Multi stage block 
28 x XLR female & 4 x XLR male to
4 x XLR female & 28 x XLR male
18 (B) x 8.5 (H) x 39 (L)

StageBlockS

StageBlockS

Multi stage block
8 x XLR female to 8 x XLR male
10 (B) x 7.5 (H) x 39 (L)

Multi stage block
12 x XLR female to 12 x XLR male
18 (B) x 8,5 (H) x 27 (L) 

PSc104 PSc106
PSc PowerBarS

PSI104 IP44 PowerBarS

Procab now offers 4-way and 6-way powerbars featuring French 
(ground pin) or German-style (2 grounding clips) connectors. 
These powerbars are fitted with H05VV-F  3 x 1,5mm² powercable 
and a straight ended connector.

The PSI-series powerbars are available in 4-way configura-
tion, but are IP44, offering more protection against water and 
dust. Ship in hanger packaging as shown above.
Uses H07RN-F 3 x 1.5 mm² cable

Code length Connectors
PSC104/1.5-F 1,5 m French
PSC104/1.5-G 1,5 m German
PSC104/5-F 5 m French
PSC104/5-G 5 m German

Code length Connectors
PSI104/1.5-F 1,5 m French
PSI104/1.5-G 1,5 m German

Code length Connectors
PSC106/1.5-F 1,5 m French
PSC106/1.5-G 1,5 m German
PSC106/5-F 5 m French
PSC106/5-G 5 m German


