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Declaration of conformity

DAS Audio Group, S.L.
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Warranty
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Introduction

The EVENT-30A is a compact, symmetrical, self-powered 
two-way line array system designed to deliver high acoustic 
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System Configurations
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System Configurations

List of material
28 x PWCONLINK-09
28 x SC-1
12 x SCP-20
2 x AX-EV30
4 x PL-EV30S
4 x FUN-4-EV30
8 x PL-EVS218
8 x FUN-3-EVS218
2 x RACK-EVENT-230V

PWConLink-09
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Line Drawings

EVENT-30A
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Line Drawings

EVENT-S218A
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Amplifiers

DIMMING
OFF: the background light is 
always on.
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Amplifiers
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Scope of the Self-Tuning Process

Parameters Not Affected by the process

Activation Procedure Steps

1. Total Array Size Detection
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Once activated all the Displays in the array will change 
configuration and at the end of the process the Displays 
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Operational Advantages Recommendations

	» 	
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Firmware Update (Wifi/Webserver mode)

The EVENT-30A and S218A systems incorporate an 





30

EVENT SERIES USER MANUAL EVENT-30A   |    EVENT-S218A

www.dasaudio.com



31

EVENT SERIES USER MANUAL EVENT-30A   |    EVENT-S218A

www.dasaudio.com

This manual provides all the information necessary to 
fly or ground-stack systems from the EVENT Line Array 
series by DAS Audio. Before carrying out any operation 
related to flying the system, read this document and follow 
all safety warnings and recommendations.

Only highly experienced installers with adequate knowl-
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Run a simulation with Ease Focus 3 (visit www.dasaudio.
com to download the software and the Event GLL files) to 
determine the splay angle between cabinets and the pin 
point position. Set the angle according to the simulation 
before a�aching the lifting hoist.
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